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HOT-TAP INSERTED
Various

SAN / VR

INSERTION 
DEPTH

(SEE TO RIGHT)

EXTENSION TUBE LENGTH OPTIONS
14070

Insertion Depth 18 Inches14071

14072

14073

Insertion Depth 30 Inches
Insertion Depth 42 Inches

Not for use with Ball Valve

Extension tube part number is 3GVR-316SS-EXT-XX"!
where XX is the desired length in inches of the tube!
Item numbers 1407X for various lengths are shown in chart:!
!
3GVR-316SS-EXT-12" - 12 Inch Extension Tube (14070)!
(Use in compression fitting only installations - NO HOT-TAP)!
!
3GVR-316SS-EXT-36" - 36 Inch Extension Tube (14071)!
18 Inches max insertion depth past HOT-TAP interface!
!
3GVR-316SS-EXT-48" - 48 Inch Extension Tube (14072)!
30 Inches max insertion depth past HOT-TAP interface!
!
3GVR-316SS-EXT-60" - 60 Inch Extension Tube (14073)!
42 Inches max insertion depth past HOT-TAP interface

1. All dimensions are in inches, unless otherwise indicated!
2. Material of construction is 316L Stainless Steel,!
    others available upon request (as special orders)!
3. O-ring material of construction is Viton-75, others upon requst!
4. Only use with ASTI 5X31, 5X41 & 5XX0 series sensors.!
    See procedures for proper insertion of sensor into holder.!
5. Max pressure 100 psig, max temp 150 deg Celsius. !
    Do not use any sensor beyond specified limits.!
6. HOT-TAP ball valve retractable assy must be installed at!
    an angle as shown (Min 15 degrees below horizontal)

NOTES

3GVR-316SS-HOLDER sensor holder for HOT-TAP valve!
retractable installations is shown on top (Item # 14069) 316SS FULL PORT BALL VALVE, TEFLON SEATS & FERRULES,!

HOTTAP-ASSY-11/2"-316SS-TEFLON (Item # 14016)!
1.5" NPT Ball Valve Assembly (without insertion tube assy)!
HOTTAP-ASSY-2"-316SS-TEFLON (Item # 14030)!
2.0" NPT Ball Valve Assembly (without insertion tube assy)
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HOT-TAP Assembly Drawing Retracted View
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HOT-TAP RETRACTED
Various

SAN / VR

MAXIMUM
ASSEMBLY 

LENGTH
RETRACTED

MAX TUBE
EXTENSION

PAST HOT-TAP
ASSEMBLY

1. All dimensions are in inches, unless otherwise indicated!
2. Material of construction is 316L Stainless Steel,!
    others available upon request (as special orders)!
3. O-ring material of construction is Viton-75, others upon requst!
4. Only use with ASTI 5X31, 5X41 & 5XX0 series sensors.!
    See procedures for proper insertion of sensor into holder.!
5. Max pressure 100 psig, max temp 150 deg Celsius. !
    Do not use any sensor beyond specified limits.!
6. HOT-TAP ball valve retractable assy must be installed at!
    an angle as shown (Min 15 degrees below horizontal)!
7. 1/2" MNPT sealing cable glands available in a variety of!
    plastic and metal materials of construction!
8. Optional secondary blowout protection is w �i�r �e� �r �o�p �e� !
    h �a �r �n �e�s �s � on � �1/2" MNPT metal cable gland (not shown)

NOTES

MAX TUBE EXT. PAST HOT-TAP
14070

Max 33 Inches14071

14072

14073

Max 45 Inches
Max 57 Inches

Not for use with Ball Valve

MAX RETRACTED ASSY LENGTH
14070

Max 55 Inches14071

14072

14073

Max 67 Inches
Max 79 Inches

Not for use with Ball Valve

1.25"X1.00" STEP FOR 
BLOWOUT PROTECTION
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HOT-TAP Assembly Drawing Detail View
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HOT-TAP ASSY DETAILS
Various

SAN / VR

22 INCHES
MAX LENGTH

INSERTION 
DEPTH

(SEE ABOVE) FULL PORT BALL VALVE
1.5" or 2.0" NPT

1"NPT X 1.00"
COMPRESSION FITTING
TEFLON FERRULES &
VITON O-RING

6 INCH NIPPLE
1.5" or 2.0" NPT

REDUCING BELL
1.5" to 1.0" NPT or 

2.0" to 1.0"NPT

FULL PORT BALL VALVE
1/2" NPT

1/2" NPT CLOSE NIPPLE

1.5" or 2.0" 
NPT TEE

1.5" to 1/2" or 
2.0" to 1/2" 

REDUCER

EXTENSION TUBE LENGTH OPTIONS
14070

Insertion Depth 18 Inches14071

14072

14073

Insertion Depth 30 Inches
Insertion Depth 42 Inches

Not for use with Ball Valve

1. All dimensions are in inches, unless otherwise indicated!
2. Material of construction is 316L Stainless Steel,!
    others available upon request (as special orders)!
3. O-ring material of construction is Viton-75, others upon requst!
4. Only use with ASTI 5X31, 5X41 & 5XX0 series sensors.!
    See procedures for proper insertion of sensor into holder.!
5. Max pressure 100 psig, max temp 150 deg Celsius. !
    Do not use any sensor beyond specified limits.!
6. HOT-TAP ball valve retractable assy must be installed at!
    an angle as shown (Min 15 degrees below horizontal)

NOTES

CLOSE NIPPLE
1.5" or 2.0" NPT

CLOSE NIPPLE
1.5" or 2.0" NPT

FLATS ON CABLE GLAND
PREVENT INSERTION ASSY 
FROM ACCIDENTALLY 
SLIPPING INTO PROCESS


